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e PAVEMENT SCHEDULE
EXISTING PAVEMENT A EXISTING PAVEMENT
PROP. APPROX. 34" ASPHALT CONCRETE SURFACE COURSE, TYPE S4.75A,
CcO AT AN AVERAGE RATE OF 75 LBS. PER SQ. YD.
TYPICAL SECTION NO.2 ) TYPICAL SECTION NO. 5
PROP. APPROX. 114" ASPHALT CONCRETE SURFACE COURSE, TYPE SF9.5A,
C1 AT AN AVERAGE RATE OF 138 LBS. PER SQ. YD.
PROP. APPROX. 114" ASPHALT CONCRETE SURFACE COURSE, TYPE S9.5B,
c2 AT AN AVERAGE RATE OF 140 LBS. PER SQ. YD.
’ 7
43'-60 PROP. APPROX. 2 " ASPHALT CONCRETE SURFACE counss TYPE S9.5B,
C3 AT AN AVERAGE RATE OF 224 LBS. PER SQ. YD.
8 8 ' 40 20° i
MILLING BITUMINOUS PAVEMENT 0-2" DEPTH. MILLING AT EDGE OF CURB
) ) M AND GUTTER SHALL EXTEND BELOW LIP OF C&G BY THE THICKNESS OF THE
I @ PROPOSED OVERLAY
R EXISTING PAVEMENT @"'\ r@
S Y MILLING BITUMINOUS PAVEMENT 2" IN DEPTH ACROSS ENTIRE SECTION.
M1 MILLING AT EDGE OF CURB AND GUTTER SHALL EXTEND BELOW LIP OF C&G
EXISTING PAVEMENT BY THE THICKNESS OF THE PROPOSED OVERLAY.
T SHOULDER RECONSTRUCTION WILL BE CONSTRUCTED AS DIRECTED
TYPICAL SECTION NO.3 .. SECTION. NO. 6 BY THE ENGINEER.

NOTE: PAVEMENT EDGE SLOPES ARE 1:1 UNLESS SHOWN OTHERWISE.
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